
skirting strip in extremely durable polyurethane 
– Skirting strip with high sealing capacity.

Delivered on a bobbin 
that is easy to roll out.

ART.NO.  THICKNESS 
MM WIDTH MM METRE/

BOBBIN
6702-070 2 70 100
6703-070 3 70 80
6702-100 2 100 100
6703-100 3 100 80
6704-100 4 100 50
67025-150 2,5 150 90
6704-150 4 150 50
6706-150 6 150 35

67048-150 8 150 25

durable pvc skirting strip
– Skirting strip for sealing in demanding environments
such as sawmills including requirements on ATEX.

ART.NO.  THICKNESS 
MM WIDTH MM METRE/

BOBBIN SHORE

6705-100-SS 5 100 45 89

6705-100-SS-075 5 100 45 75

6705-200-SS 5 200 25 89

6705-200-SS-075 5 200 25 75

✓ Self-extinguishing
✓ Resistant to terpene
✓ Oil resistant
✓ Temp range: -20°C –  +80°C
✓ Atex zone 22 and anti static.

properties

skirting strip tpu skirting strip pvc 

self extinguishing skirting tpu/pvc

the benef its are many with tpu
✓ High sealing capacity
✓ Flexible at temperatures down to -30°
✓ Low friction against the belt
✓ Energy saving

✓ Easy to assemble
✓ Fewer splices
✓ Approved for use with food 

according to 1935/2004 and 10/2011

skirting strips in extremely durable polyurethane 
– Skirting strips that are self-extinguishing

ART.NO. MATERIAL  THICKNESS 
MM WIDTH MM METRE/

BOBBIN SHORE A

6704-250-SS TPU. & AS 4 250 35 85

✓ Halogen free Polyurethane
✓ Self extinguishing
✓ FDA approved for use with food
✓ Flexible at temperatures down to -30°C


